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How to Use the 
KODAK Motion Adapter 


The Kopakx Motion Adapter is intended for use on a Kopak 
CAROUSEL Projector during the projection of Technamated* Slides. 
This combination—the motion adapter, the CARousEL Projector, and 
the specially -prepared-transparencies— produces - realistic effects.of 
motion on the projection screen. Repetitive motion of almost any 
kind can be represented and schematic presentations can be effectively 
animated. 

Essentially, the motion adapter is a rotating, motor-driven polar- 
izing filter disk. It is held in front of the projector lens by one or 
the other of two easily installed mounting brackets. The design of 
these brackets permits the use of the adapter on any model of the 
Kopak CAROousEL Projector. Kopak Motion Adapter Bracket A fits 
CarousEL Models 600, 700, 800, and AV-900; Kopak Motion Adap- 
ter Bracket B fits CarousEL Models 550, SSOR, 570, and AV-580. 

To prepare a projector for operation with the motion adapter, 
first install the proper mounting bracket on the front surface of the 
projector; then install the adapter on the bracket. Proceed as follows. 


INSTALLING MOTION ADAPTER BRACKET A 


IMPORTANT: If the lens in your CAROUSEL cannot be retracted until it 
is flush with the front of the projector, you will have to take the lens out of 
the projector before Motion Adapter Bracket A can be either installed or re- 
moved. Other lenses (3-, 4-, or 5-inch f3.5) can be left in the projector but 
these lenses should be fully retracted before you attempt to remove the bracket. 


A RETAINING FLANGE (figure 1) on the upper part of this bracket 
and two ALIGNMENT LuGs at the sides of the elliptical opening in 
the lower part serve to secure the bracket to the projector and main- 
tain it in the proper position. 


*Trademark 


Hold the bracket near the lens and at a slight angle to the front 
of the projector. Hook the retaining flange over the rim of the 
CarouseEL Slide Tray guide ring; then allow the bracket to drop into 
place with the two alignment lugs inside the cast rim that is around 
the lens-mount opening. The bracket will now be installed as shown 
in Figure 2. 


INSTALLING MOTION ADAPTER BRACKET B 


Two pairs of retaining claws are used to attach this bracket to the 
grating section of the panel that surrounds the lens. 

Slip the Top cLaws (figure 1) into the two top openings in the 
panel and push the bracket up slightly. 

Swing the lower part of the bracket down against the panel so 
that the BoTToM CLAws enter the bottom openings. 
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FIGURE 2 
Motion Adapter Bracket A in 
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Let the bracket drop slightly. It will now be securely installed on 
the panel, as illustrated in Figure 3. 


INSTALLING AND OPERATING THE MOTION ADAPTER 


Position the motion adapter on the two support Rops as shown in 
Figure 4. The adapter can be moved in and out on the rods and 
will remain stationary wherever it is placed. 
To use the motion adapter, plug the power cord into a convenient 
outlet (110-volt, 60-cycle, alternating current) before the projector is 
turned on. Next, turn on the projector and focus the lens. Then, in 
order to prevent image cut-off, move the motion adapter in on the 
rods until it is close to the lens. (When you slide the adapter in or 
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Motion Adapter Bracket B in 
place on a Model AV—580 Projector 
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KODAK Motion Adapter Installed on a 
Model AV-900 Projector 
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out on the rods, always grasp it near the hole that is equipped with 
a pressure fitting.) 

After the projector has been turned off, disconnect the adapter 
power cord from the outlet. 


WARNING: The motion adapter should be operating—that is, the disk should 
be revolving —whenever the projector lamp is on. Otherwise, discoloration of the 
polarizing disk may occur. 


CLEANING THE DISK 


Fingerprints or oil stains on the polarizing filter disk will cause 
“fishtailing” of the projected image. For this reason, the disk must 
be kept clean and care should be taken to avoid touching it during 
the handling or operation of the unit. 

Use a good quality, non-oily film cleaner (such as Kopak Film 
Cleaner) and a lint-free cloth or a soft-bristle brush for cleaning the 
disk. Plug the power cord into an outlet and hold the motion 
adapter in one hand. Place the cloth or brush, wet with film cleaner, 
against one face of the disk. Be careful not to apply too much 
pressure. When this surface of the disk has completely dried, repeat 
the cleaning procedure on the other surface. 


WARRANTY 


Within a year after purchase, any repairs necessary to this Kopaxk 
Motion Adapter, due to a defect in materials or workmanship, will 
be made, or, at the manufacturer’s option, the motion adapter will 
be replaced without charge. No other warranty or guarantee, express 
or implied, shall be applicable to this equipment. Nor is the manu- 
facturer responsible for any expenses, inconveniences, or consequen- 
tial damages occasioned by the equipment. 

In case of unsatisfactory operation, the motion adapter should be 
sent directly or through a Kodak dealer to Technical Animations, 
Inc., Port Washington, New York 11050, or to a repair firm author- 
ized by the manufacturer to make such repairs. It should be accom- 
panied by a description of the trouble encountered and other avail- 
able information regarding the motion adapter, including the date 
and place of purchase. 

For field service, replacement motors and polarizing disks are 
available with appropriate instructions for replacement from Technical 
Animations, Inc. 
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How to Use the 
KODAK Motion Adapter 


The Kopax Motion Adapter is intended for use on a KopDAk 
CAROUSEL Projector during the projection of Technamated* Slides. 
This combination—the motion adapter, the CARousEL Projector, and 
the “specially prepared transparencies produces™ realistic effects of 
motion on the projection screen. Repetitive motion of almost any 
kind can be represented and schematic presentations can be effectively 
animated. 

Essentially, the motion adapter is a rotating, motor-driven polar- 
izing filter disk. It is held in front of the projector lens by one or 
the other of two easily installed mounting brackets. The design of 
these brackets permits the use of the adapter on any model of the 
KopaAk CAROUSEL Projector. Kopak Motion Adapter Bracket A fits 
CarouseEL Models 600, 700, 800, and AV-900; Kopak Motion Adap- 
ter Bracket B fits CARouseL Models 550, 550R, 570, and AV-580. 

To prepare a projector for operation with the motion adapter, 
first install the proper mounting bracket on the front surface of the 
projector; then install the adapter on the bracket. Proceed as follows. 


INSTALLING MOTION ADAPTER BRACKET A 


IMPORTANT: If the lens in your CAROUSEL cannot be retracted until it 
is flush with the front of the projector, you will haye to take the lens out of 
the projector before Motion Adapter Bracket A can be either installed or re- 
moved. Other lenses (3-, 4-, or 5-inch f3.5) can be left in the projector but 
these lenses should be fully retracted before you attempt to remove the bracket. 


A RETAINING FLANGE (figure 1) on the upper part of this bracket 
and two ALIGNMENT LUGs at the sides of the elliptical opening in 
the lower part serve to secure the bracket to the projector and main- 
tain it in the proper position. 


*Trademark 


Hold the bracket near the lens and at a slight angle to the front 
of the projector. Hook the retaining flange over the rim of the 
CAROUSEL Slide Tray guide ring; then allow the bracket to drop into 
place with the two alignment lugs inside the cast rim that is around 
the lens-mount opening. The bracket will now be installed as shown 
in Figure 2. 


INSTALLING MOTION ADAPTER BRACKET B 


Two pairs of retaining claws are used to attach this bracket to the 
grating section of the panel that surrounds the lens. 

Slip the Top cLAws (figure 1) into the two top openings in the 
panel and push the bracket up slightly. 

Swing the lower part of the bracket down against the panel so 
that the BoTTOM CLAws enter the bottom openings. 
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Let the bracket drop slightly. It will now be securely installed on 
the panel, as illustrated in Figure 3. 


INSTALLING AND OPERATING THE MOTION ADAPTER 


Position the motion adapter on the two support Rops as shown in 
Figure 4. The adapter can be moved in and out on the rods and 
will remain stationary wherever it is placed. 

To use the motion adapter, plug the power cord into a convenient 
outlet (110-volt, 60-cycle, alternating current) before the projector is 
turned on. Next, turn on the projector and focus the lens. Then, in 
order to prevent image cut-off, move the motion adapter in on the 
rods until it is close to the lens. (When you slide the adapter in or 
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Motion Adapter Bracket B in 
place on a Model AV—580 Projector 
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KODAK Motion Adapter Installed on a 
Model AV-900 Projector 
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out on the rods, always grasp it near the hole that is equipped with 
a pressure fitting.) 

After the projector has been turned off, disconnect the adapter 
power cord from the outlet. 


WARNING: The motion adapter should be operating—that is, the disk should 
be revolving —whenever the projector lamp is on. Otherwise, discoloration of the 
polarizing disk may occur. 


CLEANING THE DISK 


Fingerprints or oil stains on the polarizing filter disk will cause 
“fishtailing” of the projected image. For this reason, the disk must 
be kept clean and care should be taken to avoid touching it during 
the handling or operation of the unit. 

Use a good quality, non-oily film cleaner (such as Kopak Film 
Cleaner) and a lint-free cloth or a soft-bristle brush for cleaning the 
disk. Plug the power cord into an outlet and hold the motion 
adapter in one hand. Place the cloth or brush, wet with film cleaner, 
against one face of the disk. Be careful not to apply too much 
pressure. When this surface of the disk has completely dried, repeat 
the cleaning procedure on the other surface. 


WARRANTY 


Within a year after purchase, any repairs necessary to this KoDAk 
Motion Adapter, due to a defect in materials or workmanship, will 
be made, or, at the manufacturer’s option, the motion adapter will 
be replaced without charge. No other warranty or guarantee, express 
or implied, shall be applicable to this equipment. Nor is the manu- 
facturer responsible for any expenses, inconveniences, or consequen- 
tial damages occasioned by the equipment. 

In case of unsatisfactory operation, the motion adapter should be 
sent directly or through a Kodak dealer to Technical Animations, 
Inc., Port Washington, New York 11050, or to a repair firm author- 
ized by the manufacturer to make such repairs. It should be accom- 
panied by a description of the trouble encountered and other avail- 
able information regarding the motion adapter, including the date 
and place of purchase. 
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How to Use the 
KODAK Motion Adapter 


Mount a Kopak Motion Adapter on a Kopak EKTAGRAPHIC or 
CAROUSEL Slide Projector, project a specially prepared motion slide* 
and, asa result, produce realistic effects of motion on the projection 
screen. This combination — the Motion Adapter, a suitable projector, 
and the special transparencies — can represent repetitive action of 
almost any kind and can animate schematic presentations effectively. 

Essentially, the Motion Adapter is a rotating, motor-driven, polar- 
izing filter disk that alternately transmits and stops the projection 
light as it passes through the “motion” parts of the transparency, 
thus producing apparent motion on the screen. The Adapter is held 
in front of the projector lens by one or the other of two easily 
installed mounting brackets. KopaAk Motion Adapter Bracket A fits 
all EkTaGRAPHic Slide Projectorst and all CARousEL Slide Projectors, 
except Model 550, 550R, 570, AV-580, S, and S-AV. Kopak Motion 
Adapter Bracket B fits CARousEL Projectors, Model 550, 550R, 570, 
and AV-580. 


NOTE: Although the Motion Adapter is designed for Kopaxk 
EKTAGRAPHIC and CarouseEL Slide Projectors, it can be used 
with most other 2 x 2-inch projectors, including the CaRousEL S 
and S-AV models, if a means is provided for holding the Adapter 
in front of the lens. 


To prepare a projector for operation with the Motion Adapter, 
first install the proper mounting bracket on the front surface of the 
projector; then install the Adapter on the bracket. Proceed as follows. 


*For information about special slide-making services and the ordering of motion 
slides, write to Eastman Kodak Company, Department 412-L, Rochester, N.Y. 
14650, and request a free copy of Kodak Pamphlet No. S-43, Slides with 
Motion. 

+The Motion Adapter is not recommended for use on the KoDAK EKTAGRAPHIC 
Are Slide Projector. 
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FIGURE 2 


Motion Adapter Bracket A in place ona 
KODAK EKTAGRAPHIC Slide Projector 


FIGURE 3 


Motion Adapter Bracket B in place ona 
KODAK CAROUSEL AV-580 Projector 
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INSTALLING MOTION ADAPTER BRACKET A 


IMPORTANT: If the lens in your projector cannot be retracted until it is flush 
with the front of the projector, you will have to take the lens out of the pro- 


Jector before Motion Adapter Bracket A can be either installed or removed. 


A RETAINING FLANGE (Figure 1) on the upper part of this bracket 
and two ALIGNMENT LuGs at the sides of the elliptical opening in the 
lower part serve to secure the bracket to the projector and maintain 
it in the proper position. 

Hold the bracket near the lens and at a slight angle to the front 
of the projector. Hook the retaining flange over the rim of the slide 
tray guide ring; then allow the bracket to drop into place with the 
two alignment lugs inside the cast rim that is around the lens-mount 
opening. The bracket will now be installed as shown in Figure 2. 


INSTALLING MOTION ADAPTER BRACKET B 


Two pairs of retaining claws are used to attach this bracket to the 
grating section of the panel that surrounds the lens of the projector. 

Slip the top cLaws (Figure 1) into the two top openings in the 
panel and push the bracket up slightly. 

Swing the lower part of the bracket down against the panel so 
that the BoTTOM CLAws enter the bottom openings. 

Let the bracket drop slightly. It will now be securely installed on 
the panel, as illustrated in Figure 3. 


INSTALLING AND OPERATING THE MOTION ADAPTER 


Position the Motion Adapter on the two support Rops as shown in 
Figure 4. The Adapter can be moved in and out on the rods and 
will remain stationary wherever it is placed. 

To use the Motion Adapter, plug the power cord into a convenient 
outlet (110 to 125 volts, 60 Hz) before the projector is turned on. 


FIGURE 4 


KODAK Motion Adapter Installed on a 
KODAK EKTAGRAPHIC Slide Projector 
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Next, turn on the projector and focus the lens. Then, in order to 
prevent image cut-off, move the Motion Adapter in on the rods until 
it is close to the lens. (When you slide the Adapter in or out on the 
rods, always grasp it near the hole that is equipped with a pressure 
fitting.) 

After the projector has been turned off, disconnect the power cord 
of the Adapter from the outlet. 


WARNING: The Motion Adapter should be operating — that is, the disk should 
be revolving — whenever the projector lamp is on. Otherwise, discoloration of the 
polarizing disk may occur. 


CLEANING THE DISK 


Fingerprints or oil stains on the polarizing filter disk will cause 
““fishtailing” of the projected image. For this reason, the disk must 
be kept clean and care should be taken to avoid touching it during 
the handling or operation of the unit. 

Use a good quality, non-oily film cleaner (such as Kopak Film 
Cleaner) and a lint-free cloth or a soft-bristle brush for cleaning the 
disk. Plug the power cord into an outlet and hold the Motion Adapter 
in one hand. 

Place the cloth or brush, wet with film cleaner, against one face of 
the disk. Be careful not to apply too much pressure. When this 
surface of the disk has completely dried, repeat the cleaning procedure 
on the other surface. 


WARRANTY 


Upon return to Kodak within one year from date of purchase, a KODAK Motion Adapter 
determined by Kodak to be defective in manufacture will be repaired or replaced at no 
charge. No other warranty, express or implied, shall be applicable to this equipment. Nor 
are we responsible for any consequential damages occasioned by the equipment. 


In case of unsatisfactory operation, the KODAK Motion Adapter should be sent directly or 
through a dealer in Kodak audiovisual products to one of the Kodak Service Centers listed below. 


Eastman Kodak Company Eastman Kodak Company 

Central Equipment Service Center Regional Equipment Service Center 
800 Lee Road 1334 York Avenue 

Rochester, New York 14650 New York, New York 10021 
Eastman Kodak Company Eastman Kodak Company 

Regional Equipment Service Center Regional Equipment Service Center 
5315 Peachtree Industrial Blvd. 1901 West 22nd Street 

Chamblee, Georgia 30341 Oak Brook, Illinois 60521 
Eastman Kodak Company Eastman Kodak Company 

Regional Equipment Service Center Regional Equipment Service Center 
1400 Hi Line Drive 9100 Alcosta Blvd. 

Dallas, Texas 75235 San Ramon, California 94583 
Eastman Kodak Company Eastman Kodak Company 

Regional Equipment Service Center Regional Equipment Service Center 
12100 Rivera Road 1065 Kapiolani Blvd. 

Whittier, California 90606 Honolulu, Hawaii 96814 


When you return the Adapter for repair, it should be accompanied by a description of 
the trouble encountered and other available information regarding the Adapter, including the 
date and place of purchase. 


KobDAK, EKTAGRAPHIC, and CAROUSEL are trademarks. 
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